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System Components

Top Anchors

These brackets have a built-in factor of safety of 21⁄2 times the potential 
load generated when a fall occurs. The system energy absorber is attached 
at this point.

Constant Force Energy Absorber

This energy absorber ensures that the load applied back to the structure and
the climber in the event a fall is limited to a maximum of 6 kN. A two or four
person version is available, with both units having a red fluorescent indicator
showing if a fall has occurred.

Intermediate Wire Guides

These brackets support the cable, ensuring the correct stand-off distance from
the structure is maintained. The spacing of the intermediates is dependent on
the height and location of the structure. An extensive range is available to cater
for all types of structure.

Bottom Anchors

These bottom brackets provide a swage-free system termination and an
integral tensioning device. At the correct cable pre-tension, the unit’s indicator
disc will spin freely. Unauthorised system adjustment is prevented through 
the use of captive security bolts.

Cable

Latchways use a ø8 mm 1 x 19 stainless steel cable that has a unique
identification system. The cable is factory tested to check its physical 
properties and to ensure performance is consistent.

TowerLatch™ Unit

The TowerLatch unit secures the climber to the fall protection cable via 
the chest D-ring, which allows free movement up and down the structure, but
immediately locks onto the cable in the event of a fall. The unit incorporates 
a webbing strop to facilitate rescue. 
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ManSafe® for Ladders
Technical Specification

Latchways has a comprehensive training programme to help customers install these systems using their own contractor
companies. The training—which covers both installation and use of the system—can be conducted within Latchways’
facilities or at the customer’s premises.

ManSafe® is a registered trademark of Latchways plc
LadderLatch™ and TowerLatch™ are trademarks of Latchways plc


